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ACRE™ DECKING BY MODERN MILL  
SECTION 067300 
 
 
PART 1 GENERAL 

1.1 SECTION INCLUDES 
A. Composite Decking (ACRE™ Decking). 

1.2 RELATED SECTIONS 

1.3 REFERENCES 
A. ASTM D570 — Standard Test Method for Water Absorption of Plastics. 
B. ASTM D6117 — Standard Test Methods for Mechanical Fasteners in Plastic Lumber and Shapes. 
C. ASTM D7032: Standard Specification for Establishing Performance Ratings for Wood-Plastic 

Composite Deck Boards and Guardrail Systems (Guards or Handrails). 
D. ASTM D696: Standard Test Method for Coefficient of Thermal Expansion of Plastics Between -30 

degrees C and 30 degrees C with a vitreous Silica Dilatometer. 
E. ASTM E84: Test Method for Surface Burning Characteristics of Building Materials. 
F. ICC-ES AC174 — Acceptance Criteria for Deck Span Ratings and Guardrail Systems (Guards and 

Handrails). 
G. ICC-ES ESR-4439 Evaluation Report for ACRE Decking and Porch boards. 
H. ICC-ES AC174 Acceptance Criteria for Deck Board Span Ratings and Guardrail Systems (Guards and 

Handrails). 
I. Life Cycle Assessment (LCA): 

a. ISO 14025:2006 — Environmental labels and declarations — Type III environmental 
declarations — Principles and procedures. 

b. ISO 14044:2006 — Environmental Management — Life Cycle Assessment — Requirements 
and Guidelines. 

c. ISO 21930:2017 — Sustainability in buildings and civil engineering works — Core rules for 
environmental product declarations of construction products and services. 

1.4 SUBMITTALS 

A. Submit under provisions of Section 01 30 00 — Administrative Requirements. 
B. Product Data: Manufacturer's data sheets on each product to be used, including: 

a. Preparation instructions and recommendations. 
b. Storage and handling requirements and recommendations. 
c. Installation methods. 

C. Shop Drawings: 
a. Provide plans and details which include layout, spacing, and sizes of decking and railings. 

D. Samples: For each product specified, one sample representing product size and finish. 

1.5 QUALITY ASSURANCE 
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A. Mock-Up: Provide a mock-up for evaluation of surface preparation techniques and application 
workmanship. 

a. Finish areas designated by Architect. 
b. Do not proceed with remaining work until workmanship is approved by Architect. 
c. Refinish mock-up area as required to produce acceptable work. 

1.6 DELIVERY, STORAGE, AND HANDLING 
A. Storage: Store products in manufacturer’s unopened packaging until ready for installation. 
B. Store on a flat, level surface in a cool area away from extreme heat or fire sources. 
C. Protection: Coordinate work with other operations and installers to avoid damage to installed 

materials. 
D. Handle materials to avoid damage. 
E. View detailed storage recommendations at: 

a. https://modern-mill.com/wp-content/uploads/2021/06/Decking-Installation-Guide-_-ACRE-
by-Modern-Mill.pdf 

1.7 PROJECT CONDITIONS 
A. Maintain environmental conditions within limits recommended by the manufacturer for optimum 

results. See technical materials on www.modern-mill.com 
a. Comply with the manufacturer's written installation guidelines to accommodate thermal 

expansion and contraction. https://modern-mill.com/tech_and_training. 
b. Installation guide: https://modern-mill.com/wp-content/uploads/2021/06/Decking-

Installation-Guide-_-ACRE-by-Modern-Mill.pdf 

1.8 SEQUENCING 
A. Ensure that products of this section are supplied to affected trades in time to prevent interruption of 

construction progress. 

1.9 WARRANTY 
A. Warranted to the original owner under normal and proper use to be free of manufacturing defects 

for the lifetime of the installation. For information on transfer of ownership see https://modern-
mill.com/warranty 

 

 

PART 2 PRODUCTS 

2.1 MANUFACTURERS 
A. Manufacturer: Modern Mill, 1140 Frank Oakes Road; Fernwood, MS 39648; Phone: (601) 869-5050; 

Email: hello@modern-mill.com; Web Address: www.Modern-Mill.com. 
B. Substitutions or equivalent: Not permitted. 
C. Requests for substitutions will be considered in accordance with provisions of Section 01600. 

2.3 PERFORMANCE REQUIREMENTS 

https://modern-mill.com/wp-content/uploads/2021/06/Decking-Installation-Guide-_-ACRE-by-Modern-Mill.pdf
https://modern-mill.com/wp-content/uploads/2021/06/Decking-Installation-Guide-_-ACRE-by-Modern-Mill.pdf
http://www.modern-mill.com/
https://modern-mill.com/tech_and_training
https://modern-mill.com/wp-content/uploads/2021/06/Decking-Installation-Guide-_-ACRE-by-Modern-Mill.pdf
https://modern-mill.com/wp-content/uploads/2021/06/Decking-Installation-Guide-_-ACRE-by-Modern-Mill.pdf
https://modern-mill.com/warranty
https://modern-mill.com/warranty
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A. Structural Performance: 
a. Deck: Uniform Load Rating — Maximum decking load rating of 91 lbf/sq.ft. at 16” span. 
b. Tread of Stairs: Concentrated Load: 750 lbf/sq.ft., and 1/8” maximum deflection at a 

concentrated load of 300 lbf in 8.0" single span without support, and in 24" single span 
supported by minimum 2x4 PT wood on edge and centered directly under each individual 
stair tread. Minimum two span construction. 

B. Fire-Test Response Characteristics per ASTM E-84. 

2.3 COMPOSITE DECKING 

Technical data on ASTM tests are located in the ACRE™ Technical Data Sheet; https://modern-mill.com/wp-
content/uploads/2021/05/ACRE-Technical-Data-Sheet-2021.pdf 

A. Product: ACRE™ Decking. 
a. Material Description: ACRE™ Decking is an eco-friendly, high-performance building material 

made from renewable natural fibers. 
i. Width: 5.5 inches (140 mm). 

ii. Thickness: 15/16-inch (23.8 mm). 
iii. Lengths: 12 feet (3658 mm) 16 feet (4877 mm), and 20 feet (6096 mm). 

b. Physical and Mechanical Properties as follows: 
i. Density: 0.65 grams per cubic centimeter. 

ii. Recycled Content: Greater than 50% by volume. 
iii. Flame Spread and Smoke Index: ASTM E84. 
iv. Thermal Expansion: ASTM D696. 
v. Moisture Absorption, ASTM D570. 

vi. Insect resistant: Yes. 
vii. Moisture, Rot, and Mildew Resistant: Yes. 

viii. Direct Moisture Contact: Allowed. 
ix. Direct Contact with Grade: Allowed. 
x. Direct Contact with Masonry: Allowed. 

xi. Heat forming: Allowed. 
xii. Nonstructural and Non-Load Bearing: Utilize same thickness to span ratios used for 

wood in non-load bearing applications. 
xiii. Screw Withdrawal, ASTM D1761. 
xiv. Modulus of Elasticity, ASTM D6109. 
xv. Modulus of Rupture, ASTM D6109. 

xvi. Paintable: ACRE™ can be finished with water-based oils, stains, varnishes, paints, and 
lacquers. Choose finishes based on application and environmental needs. 

c. Manufacturing Tolerance: 
i. Variation in Component Length: Minus 0.00 inches, plus 1.00 inch. 

ii. Variation in Component Width: Plus or minus 1/32 inch. 
iii. Variation in Component Thickness: Plus or minus 0.022 inch. 
iv. Variation in Component Edge Cut: Plus or minus 2 degrees. 
v. Variation in Density: Plus or minus 10 percent. 

https://modern-mill.com/wp-content/uploads/2021/05/ACRE-Technical-Data-Sheet-2021.pdf
https://modern-mill.com/wp-content/uploads/2021/05/ACRE-Technical-Data-Sheet-2021.pdf
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B. Fascia Boards: 
a. Product: ACRE™ Fascia. 

C. Stairs: 
a. Product: ACRE Square Edge Decking only. 

D. Accessory Hardware: 
a. Fasteners: See ACRE™ Decking Installation Guidelines for recommended fasteners and 

hidden fastener systems. 

 

PART 3 EXECUTION 

3.1 EXAMINATION 

A. Do not begin installation until the substrates have been properly prepared. 
B. If substrate preparation is the responsibility of another installer, notify the Architect of unsatisfactory 

preparation before proceeding. 

3.2 PREPARATION 

A. Review installation instructions: 
a. https://modern-mill.com/wp-content/uploads/2021/06/Decking-Installation-Guide-_-ACRE-

by-Modern-Mill.pdf 
b. https://modern-mill.com/tech_and_training/ 

B. Examine, clean, and repair as necessary any framing conditions that would be detrimental to proper 
installation. 

C. Clean surfaces thoroughly prior to installation. 
D. Prepare surfaces using the methods recommended by the manufacturer for achieving the best result 

for the substrate under the project conditions. 

3.3 INSTALLATION 

A. Review installation instructions: https://modern-mill.com/tech_and_training/ 
B. Comply with ACRE™ Decking Installation Guidelines recommended techniques: https://modern-

mill.com/tech_and_training/ 
a. Comply with all terms necessary to maintain warranty coverage. 
b. Use decking details indicated on drawings. 

C. Comply with requirements of ICC-ES ESR-4439 Evaluation Report for ACRE Decking and Porch boards. 
D. Do not use ACRE™ for structural applications. 
E. Cutting: 

a. Saws used in traditional woodworking can be used with ACRE™. 
b. For circular saws, carbide-tipped tools are recommended. 
c. Using a fine-tooth blade produces a slightly more uniform finish. 

F. Thermoforming Process: 
a. With the application of heat, you can bend, mold, and manually shape ACRE™. You can also 

use heat to bond pieces of ACRE™ together. 

https://modern-mill.com/tech_and_training/
https://modern-mill.com/tech_and_training/
https://modern-mill.com/tech_and_training/
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b. Be sure to test a small amount before full application. 
c. Radius will depend on the board thickness. If the radius is too tight, the surface may tear. 
d. Allow sufficient time for heating. 
e. Sufficient heating (approximately 1 — 1.5 min per mm board thickness). 
f. Temperature approximately 250°F. 
g. Hold (lock) — time at temperature approx. 3 — 4 minutes. 
h. Cooling down (approx. 1 — 1.5 min per mm plate thickness), or faster with water cooling. 
i. ACRE™ can be thermoformed using a vacuum press. 
j. A mold may be required or helpful for deep shapes. 

3.4 CLEANING 

A. Cleaning as required by the manufacturer for warranty compliance; https://modern-mill.com/wp-
content/uploads/2021/06/Decking-Installation-Guide-_-ACRE-by-Modern-Mill.pdf 

3.5 PROTECTION 
A. Protect installed products until completion of project. 
B. Touch-up, repair or replace damaged products before Substantial Completion. 

 

END OF SECTION 
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